
Farm   = Ruigtefontein 169

Topo = F

Drainage = D61

Bh No = G46005A

W No  = 6515


Alt      = 1338.4m

Lat.  Long  = 31.38923  & 23.03627

Drilling Start: 01/07/1999 Stop: 21/07/1999

Depth = 161m 

Casing = 6m x 203mm steel solid

Hole Construction = 0-6m = 250mm

W/S       mm      Q          mS/m

   -161m = 203mm
               28m      100      4.42        61.3

 



117m    222     32.10       43.2

              161m    227      33.70      40.1

W/L         Date


8.985m   20/07/1999


Oil in BH. 12/08/1999


8.435m      24/11/1999

18.255m    11/01/2000

15.115m    21/03/2000

Geology:

             0-2m Weathered mudstone brown


-8m Mudstone baked brown

-9m Sandstone grey

-27m Mudstone dark grey 

-28.5m Sandstone light grey

-31m Mudstone dark grey

-33m Sandstone light grey

-36m Mudstone dark grey

-45m Sandstone light grey

-51m Mudstone grey

-116m Dolerite medium grained, calsite veins at 51-53m & 113-116m

-118m Sandstone dark grey, with calsite & pyrite crystals, 0.3m fracture at 117m,

Blocky (117x95x30mm)

-119m Mudstone dark grey

-124m Sandstone light grey with calsite veins at 120m

-127m Siltstone grey

-131m Mudstone maroon 

-132m Sandstone light grey

-133.5m Mudstone maroon

-135.5m Sandstone light grey

-136m Mudstone grey

-137m Siltstone grey

-138m Mudstone grey

-144m Sandstone light grey

-146.5m Mudstone dark grey

-150m Sandstone light grey

-151m Mudstone grey

-157m Sandstone light grey

-161m Mudstone maroon

