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Abstract 
[bookmark: _Hlk13930139][bookmark: OLE_LINK41]The cyclic deformation and damage behaviors of Al-Si piston alloys are comprehensively studied. It is found that the fatigue cracks mainly initiated from broken primary Si at low temperature and phase/matrix interface debonding at higher temperature. The transgranular crack propagation can be found for all the temperatures and the grain is obvious reduced after low-cycle fatigue at higher temperature. Furthermore, a hysteresis energy-based life prediction model was developed and utilized. Based on the model, the optimum fatigue life was found at intermediate temperature. A strategy for fatigue property optimization was proposed: increasing W0 at low temperature and increasing β at high temperature to enhance the fatigue life in entire service temperatures with the ultrasonic melt treatment. In this way, the remarkable improvement of the fatigue properties may be achieved. 
[bookmark: OLE_LINK170][bookmark: OLE_LINK171][bookmark: OLE_LINK173][bookmark: OLE_LINK87][bookmark: OLE_LINK4][bookmark: OLE_LINK5][bookmark: OLE_LINK62][bookmark: OLE_LINK63][bookmark: OLE_LINK90][bookmark: OLE_LINK91]Keywords: Al-Si alloys; Low cycle fatigue; Fatigue crack initiation; Temperature; Property optimization.
1. Introduction
[bookmark: OLE_LINK8][bookmark: OLE_LINK10][bookmark: OLE_LINK11][bookmark: OLE_LINK103][bookmark: OLE_LINK104][bookmark: OLE_LINK33][bookmark: OLE_LINK43][bookmark: OLE_LINK44][bookmark: OLE_LINK45]Nowadays, the multi-phase Al-Si alloys have been widely used in key component operating at high temperature such as diesel engine piston, because of their low thermal expansion, low density, outstanding formability, and excellent wear resistance [1-4]. Due to the high temperature strength and excellent thermal stability provided by Ni, Cu and Mg, the Al-12Si-4Cu-2Ni-Mg alloy turns out to be one of the excellent materials for piston [5-7]. For the alloy, the Si are commonly added to promote strength and castability, and the transition elements addition improves mechanical properties at elevated temperatures through forming the stable intermetallics (IMs) [1, 8]. However, the pistons are subjected to cyclic loading at alternating temperatures, such as start-up and shut-down operating cycles [2, 3]. The service conditions induce in the material a complex stress/strain in the hottest part facing the combustion chamber [2, 9, 10]. The long-term performance of pistons often depends on the fatigue property of the alloy, especially for the strain-controlled low-cycle fatigue (LCF) at elevated temperature.
[bookmark: OLE_LINK15][bookmark: OLE_LINK16][bookmark: OLE_LINK9][bookmark: OLE_LINK7][bookmark: OLE_LINK6][bookmark: OLE_LINK99][bookmark: OLE_LINK98][bookmark: OLE_LINK95][bookmark: OLE_LINK84][bookmark: OLE_LINK83][bookmark: OLE_LINK82]In order to enhance the reliability of pistons, it is very important to improve the material's fatigue property [11-14]. The significant achievements have been obtained to improve materials' fatigue resistance, including reducing grain size, optimizing alloy composition and surface pretreatment [15-18]. As for the cast materials, there are mainly two approaches: (i) chemical refinement using a minor addition of an alloying element such as Na, P or Sr [11, 19, 20] and (ii) physical refinement with external influences such as the casting process [21-23] and heat treatment [12, 24]. However, these methods are substantially effective for the LCF at room temperature [25, 26], the results of fatigue optimization are often not satisfactory in LCF at elevated temperatures. The difficulty mainly comes from that it is lacking the understanding on what attributions of material to determine its LCF property at elevated temperatures. For the fatigue analysis, there are three main problems to be solved:
(i) Macroscopic properties (fatigue model): Traditional strain-life and stress-life approaches are used by most industries for fatigue life prediction [27, 28]. However, many fatigue results indicate that the LCF life is not only affected by strain amplitude, but also by the cyclic stress [26, 29, 30]. For the same experimental data, the opposite judgments can be obtained under the two criteria, which will result in the divergence of the optimization direction [15, 25]. Recently, an energy-based LCF life prediction model was proposed and used successfully [29, 31-33]:
.                            (1)
Where, Nf is fatigue life, Ws is the saturation hysteresis energy, W0 and  are material parameters.
[bookmark: OLE_LINK13][bookmark: OLE_LINK79][bookmark: OLE_LINK81][bookmark: OLE_LINK74](ii) Microscopic deformation mechanisms (damage behavior): Essentially, fatigue is a process of damage accumulation, subjecting to external cyclic loading. In our previous studies [25, 29, 31], the LCF life may be controlled by two parameters, the fatigue damage exponent andthe intrinsic fatigue toughness W0. The former term impacts the fatigue damage rate and microscopic deformation mechanism. The latter term helps retard the fatigue crack propagation (high ductility) and improve the fatigue damage capacity. Since the hysteresis energy is related to cyclic stress and strain amplitudes, the model gives a compromise energy evaluation standard and also provides a new perspective for LCF performance optimization.
(iii) Improving the LCF property (fatigue optimization): From the aspect of fatigue optimization, the increases of W0 and  are beneficial for the improvement of LCF life. Improving the static toughness (product of strength & elongation) of materials can be an effective method to improve W0. Improving deformation reversibility and damage uniformity is beneficial to the increase of β value. However, the W0 and β show an obvious inverse relation for most alloys (Fig. 1a), which will restrict the improvement of LCF life [25, 34]. A reasonable distribution of the parameters is possibly an effective way to improve the overall fatigue performance when the two parameters cannot be increased simultaneously [29].
[bookmark: OLE_LINK54][bookmark: OLE_LINK51]Give this, a new material optimization strategy including such as increasing W0 at low temperature and increasing  at high temperature for the alloy was introduced (Fig. 1b). Ultrasonic melt treatment is one of the more promising means of improving the mechanical properties of Al alloys, as it effectively reduces the porosity while simultaneously refining the microstructure through cavitation-induced dendrite fragmentation and/or cavitation-induced heterogeneous nucleation [35]. The corresponding LCF properties of the Al-Si alloys with diverse microstructures prepared by different casting processes were compared and investigated. And then the deformation mechanisms and damage behaviors were carefully researched focusing on fatigue crack initiation and propagation, as well as microstructure evolution.
2. Experimental materials and processes
[bookmark: OLE_LINK25][bookmark: OLE_LINK35][bookmark: _Hlk13908286]The two high-performance Al-Si piston alloys with similar chemical composition of Al-12Si-3Cu-2Ni-1Mg (wt%) were studied. The as-cast piston ingots were prepared by different processing routes: gravity casting without (AC) and with ultrasonic melt treatment (UT). The fatigue samples cut from the casted piston ingots have gauge dimensions of 8 mm (diameter) × 15 mm (length) after T6 heat treatment. LCF tests controlled with total strain amplitude were carried out at 280 C, 350 C and 425 C with an Instron 8862 testing machine under a constant strain rate (5×10-4 s-1). The grain size distributions were measured by the EBSD (electron backscatter diffraction) integrated in a ZEISS SUPRA35 scanning electron microscope (SEM). Transmission electron microscopy (TEM) samples were cut from the Al-Si alloy samples, ground to a thickness of ~0.05 mm and then twin-jet electro-polished at -20 °C using a solution of 20% perchloric acid and 80% methanol by volume, and the TEM foils were examined using a FEI Tecnai F20 microscope.
[bookmark: OLE_LINK40]3. Results
3.1. Microstructure
[bookmark: _Hlk14286506][bookmark: OLE_LINK58][bookmark: OLE_LINK59][bookmark: OLE_LINK3][bookmark: OLE_LINK2][bookmark: OLE_LINK1]The typical microstructures including the primary Si and grain size distributions in the two alloys are shown in Fig. 2. The alloy contains α-Al, eutectic/primary Si and several intermetallic compounds (including AlCuNi, AlFeMnNi, Al3(Ti, Ce) and -Al5FeSi phases). And the atomic percent was measured by energy disperse spectroscopy (EDS), the similar intermetallic compounds can be found in the studies [8, 36, 37]. The primary Si particles are distributed in the AC alloy with serious agglomeration (Fig. 2a), but the smaller primary Si particles are distributed homogeneously in the UT alloy (Fig. 2b). The UT reduces not only the average size greatly (from 33.1 m to 24.3 m) but also the maximum size (from 65 m to 55 m) of primary Si particles. The EBSD microstructures of the α-Al matrix show that the average grain size (from 516 m to 439 m) and the maximum size (from 1273 m to 1164 m) are also reduced by UT (Figs. 2c-d).
3.2. The tensile and fatigue properties
Fig. 3a displays the engineering stress-strain curves of Al-Si piston alloys at various temperatures. The ultimate tensile strength (UTS) and elongation to fracture of the two alloys can be found in Fig. 3b. With increasing temperature, the UTS decrease, and the elongation to fracture increases for both alloys. While, the UT alloy exhibits higher tensile strength and elongation for all the temperature (Fig. 3b). The improvement of the strength of UT alloy is mainly attributed to the refinement of microstructures, including primary Si, intermetallic phases and grain.
The dependences of fatigue life (Nf) on the plastic strain amplitude (Δεp/2) and stress amplitude (Δσ/2) of AC and UT alloys at different temperatures are illustrated in Fig. 3. No matter for strain-life or stress-life, significant enhancement of LCF property is obtained in UT samples compared with AC for all test temperatures. It is interesting to note that the UT samples present a higher fatigue life than AC one at all the tested temperatures. The distinctive LCF performance of UT alloy can be related to its cyclic property evolutions and damage behaviors.                                                                                                                                                                                                                                                                                                                                                        
3.3. Cyclic deformation behaviors
[bookmark: _Hlk14186062][bookmark: OLE_LINK32][bookmark: OLE_LINK36]The cyclic stress response curves of AC and UT alloys at different temperatures are displayed in Figs. 4a-b respectively. Some common characteristics can be seen in the alloy: First, the fatigue life increases with decreasing strain amplitude, while the cyclic stress increases with increasing strain amplitude for all the tested temperatures. Second, the cyclic softening occurs remarkably or slightly depending on the temperature and strain amplitude. Third, the half-life hysteresis loops (Figs. 4c and d) indicate that the cyclic stress decreases and cyclic plastic strain increases obviously at higher temperature.
4. Discussion
4.1. Fatigue life prediction model
[bookmark: OLE_LINK109][bookmark: OLE_LINK110][bookmark: OLE_LINK111][bookmark: OLE_LINK112][bookmark: OLE_LINK339][bookmark: OLE_LINK340][bookmark: OLE_LINK341][bookmark: OLE_LINK34]In general, the fatigue life prediction models are often based on cyclic strain (e.g. the Manson-Coffin relation for LCF) or cyclic stress (e.g. the Basquin equation for HCF). However, both of the plastic strain and cyclic stress are significant factors for fatigue behaviors. The hysteresis energy (Ws) involving both strain and stress amplitudes shows more stable than stress or strain solely and can be used more reasonably to evaluate the fatigue property. The Nf-Ws relationships on log-log scales display the crossover of LCF life curves at elevated temperatures (the Ws here were acquired from half-life time). At the same hysteresis energy, the highest fatigue life can be found in the intermediate temperature range, for example, the AC alloy at 350 °C and the UT alloy at 280 °C (Fig. 5a). The corresponding values of fatigue parameters based on different models can be seen in Table .1 In the model, the value of p·σ and imposed plastic work Wi shows a linear relationship (Fig. 5b):
.                       (2)
[bookmark: OLE_LINK113][bookmark: OLE_LINK114]Here k is designated as “shape factor”. From the formula, the Wi can be achieved with a concise way.
[bookmark: OLE_LINK20][bookmark: OLE_LINK21]The effects of temperature on fatigue life and damage behavior are also discussed and analyzed. The values of two parameters W0 and  were calculated from the LCF model. The W0 and 1/ increase linearly with increasing temperature (Fig. 5c, it is worth noting that the W0 and  show an obvious inverse relation with temperature increasing for the present alloys), which can be expressed as W0=eT+f and 1/=mT+n, respectively. By replacing the parameters of W0 and  in Eq. (1), a new relation can be obtained:
.                      (3)
[bookmark: OLE_LINK117][bookmark: OLE_LINK116]Where, the e, f, m and n are constants for the given testing condition and material (e.g., e1=0.18, f1=-50.5, m1=2.1×10-3, n1=-0.3 for the AC alloy; e2=0.13, f2=-23.8, m2=1.1×10-3, n2=0.068 for the UT alloy). The life prediction factor (LPF) is usually adopted to estimate the accuracy of prediction method [10]:
.                  (4)
[bookmark: OLE_LINK12][bookmark: OLE_LINK14]Where, Nexp and Ncal are LCF life obtained from the experiment and calculation respectively. Based on Eqs. (3) and (4), the experimental and calculated results are shown in Fig. 5d, which indicates that the proposed model exhibits a fine adaptation for the experimental results within the double of the predicted life (LPF=2), indicating that the model suit for the experimental data well. Furthermore, the evolution of the fatigue life with the temperature at a constant Ws can be seen in Fig. 5e. The Nf increases at first and then decreases with increasing temperature for both materials. A critical temperature (Tc) can be found at maximum fatigue life. The experimental results in Fig. 5a generally show the characteristics predicted above. For example, the predicted critical temperatures for AC and UT alloys are about 325°C and 275°C, respectively (Fig. 5e), and the experimental results show that at 350°C and 280°C, the fatigue lives are the longest for AC and UT alloys, correspondingly. At a constant temperature, if the Ws increases, the Nf decreases as indicted by Eq. (3). However, the Tc slightly increases with Ws increasing (Fig. 5f). On the other hand, the Tc decreases for UT alloy, which means that the refined phases and prolonged fatigue life will increase the proportion of time-dependent damage.
[bookmark: OLE_LINK85]4.2. Fatigue damage mechanisms
[bookmark: OLE_LINK22][bookmark: OLE_LINK23][bookmark: OLE_LINK105]In general, the LCF damage mechanisms are mainly dominated by the plastic strain, which are characterized by microstructure damage such as fatigue crack initiation and propagation for the Al-Si alloys.
[bookmark: OLE_LINK86][bookmark: OLE_LINK88][bookmark: OLE_LINK125][bookmark: OLE_LINK126](a) Fatigue crack initiation: In order to obtain more accurate damage behavior at different temperatures, the corresponding features of fatigue cracking at Δt/2 of 0.2% are shown in Fig. 6. At 280 C, some micro-cracks caused by the broken IMs and primary Si around the main crack can be found, which dominate the fatigue cracking behavior for both materials (Figs. 6a and d). At 350 C, some debonded or broken Si phases along crack path can be found (Figs. 6b and e). When the temperature increases 425 C, the well-developed micro-cracks in the secondary phases (Fig. 6c) and lots of debonded primary Si particles (Fig. 6f) occur in the matrix. Careful observation indicates that particle cracking dominates the surface damage, and the main cracks may expand along the broken phases. Considering the influence of microstructure on deformation damage behaviors, there are some differences for the two alloys. For instance, the numerous secondary cracks are easily found on the surface of fatigued AC specimen (Figs. 6a-c). As for the UT specimen, secondary micro-cracks are seldom seen in the matrix. For the influence of temperature on fatigue damage behavior, the broken Si and IMs dominate the cracking behavior for both alloys at 280 C; the deboned Si can be found around main crack for 350 C and then dominate the damage behavior at 425 C for UT alloy. But for AC alloy, the deboned phases can not be found until the temperature increased to 425 C.
[bookmark: OLE_LINK38][bookmark: OLE_LINK37][bookmark: OLE_LINK47][bookmark: OLE_LINK46][bookmark: OLE_LINK39][bookmark: OLE_LINK330][bookmark: OLE_LINK331][bookmark: OLE_LINK332][bookmark: OLE_LINK89][bookmark: OLE_LINK92][bookmark: OLE_LINK29][bookmark: OLE_LINK28][bookmark: _Hlk14192620][bookmark: _GoBack]Continuously cyclic straining leads to deformation mismatch between the primary Si and matrix, inducing the local stress/strain concentration and the micro-cracks initiation. Two different crack behaviors can be found at different temperatures: i.e. the broken primary Si for lower temperature and debonded Si mainly for higher temperatures. At the lower temperatures (280 C and 350 C for AC alloy; 280 C for UT alloy), the stress of primary Si particles is relatively high, the particles should be easy to crack and the micro-cracks initiate from there. With increasing temperatures (425 C for AC alloy; 350 C and 425 C for UT alloy), the micro-plastic deformation around the interface between Al matrix and Si particles are serious. The fatigue cracks commonly initiate from the interface between Al matrix and primary Si. The continued mechanical loading leads to form the networks of micro-cracks, which result in fatigue crack propagation and coalescence. In order to find out the fatigue cracking behaviors explicitly for the two alloys at elevated temperatures, the cracking behaviors were measured and counted as shown in Figs. 8a-b. Both the damage range (the longest distance between secondary cracks and main crack) and the crack density (total length of cracks near fracture surface in unit area) increase with increasing temperature (Fig. 7a). This indicates that the fatigue cracking is easier at high temperature. However, the damage range and crack density for UT specimen are definitely smaller than those for AC specimen (Fig. 7a), which means that the UT specimen exhibits better resistance to fatigue crack initiation, especially at high temperature.
[bookmark: OLE_LINK77][bookmark: OLE_LINK78][bookmark: OLE_LINK80][bookmark: OLE_LINK30][bookmark: OLE_LINK31][bookmark: OLE_LINK26][bookmark: OLE_LINK27](b) Fatigue crack propagation: The EBSD images of fatigue crack propagation behaviors are shown in Fig. 8, in which the main crack is within the two dotted lines. The direction of main cracks propagation is indicated by the arrows and it is about perpendicular to the loading direction. It is worth noting that the fracture feature is transgranular at all the test temperatures; the grain boundary is not the main damage source even at high temperatures, different from the current view [38-41]. The strong crack path deflection in refined grains for UT specimen may endow a declined effective crack propagation speed than AC specimen, and finally lead to a longer fatigue life. Meanwhile, a decrease in grain size with increasing fatigue test temperature for both alloys can be found as shown in Fig. 7b. In comparison with the initial grain sizes at room temperature (AC: 516 μm and UT: 439 μm), only a slight decrease (about 3%) can be found at 280 C for both materials. For the 350 °C, the refined gain sizes decrease about 11%. At 425 °C, gain sizes decrease about 22% and 16% for AC and UT materials respectively (Fig. 7b). The decreasing in grain size indicates that more plastic strain energy can be absorbed and dissipated, and even lead to improvement of fatigue resistance at higher temperature. The grain refinement mechanism during fatigue at high temperature will be discussed later. But there is no significant change in the secondary phase size (Si and IMs) at high temperature.
4.3. Microscopic deformation mechanism
[bookmark: OLE_LINK18][bookmark: OLE_LINK19][bookmark: OLE_LINK333][bookmark: OLE_LINK334][bookmark: OLE_LINK346][bookmark: OLE_LINK347][bookmark: OLE_LINK348]The TEM micrographs of the AC and UT samples are shown in Figs. 9-11. The massive Guinter-Preston (G-P) zones and precipitated θ″ phases distributed in the original microstructures of Al matrix. The dislocations tangling around the precipitated phases cannot be observed without the cyclic loading (Fig. 9). However, due to the high surface area present, the mixture is not initially in thermodynamic equilibrium. According to the Gibbs-Thomson effect [42, 43], the solute atoms concentration in the matrix adjacent to the particles varies depending on the radius of the particles; solute concentration around the large particles is lower than that of the small particles. The concentration gradient between these different particles causes the solute move from the small particles to the large particles, which is termed as Ostwald ripening or coarsening [43, 44]. The spontaneous process will accelerate at higher temperature. After high-temperature LCF, the precipitated phases (G-P zones and θ″ phases) transform from long and massive strips to globular particles (θ phases). Meanwhile, with increasing the test temperature, the precipitated phases are constantly coarsening and the number of precipitated θ phases obviously reduces (Fig. 10).
The Fig. 11 shows the evolutions of dislocations and phases in the two alloys at different temperatures. At 280 C, some high dislocation density clusters tangled with phase particles occur in the Al matrix under cyclic loading (Figs. 11a and d). Because of dynamic recrystallization and dynamic recovery are intensified at elevated temperatures (350 C and 425 C), the dislocation annihilation and substructure reconstruction increase significantly. The grain refinement mechanism of the Al matrix may be explained as follows: (1) the proliferation and annihilation of dislocations in the original grains; (2) the formation of dislocation tangles and dislocation cells due to pile-up of dislocations; (3) the evolution of dislocation tangles and dislocation cells into subgrains, and (4) the transformation of the continuous dynamic recrystallization in subgrain boundaries to refined grains [45]. There refinement of grain at high temperature can be attributed to the development of the dislocations and substructure, as seen in Figs. 11b, c, e and f.
Based on the discussed above, the cyclic softening in the Al-Si alloys may be attributed to two possible mechanisms: one is macro-phases cracking (such as primary Si and IMs), which is mainly influenced by mechanical strain or stress; the other is evolution of dislocation configurations and micro-phases coarsening (evolution from θ″ or θ´ to θ), which is mainly influenced by temperature and cyclic time.
4.4. Mechanisms of LCF improvement
Essentially, fatigue is a process of damage accumulation. As mentioned above, the LCF life may be controlled by fatigue damage exponent β and intrinsic fatigue toughness W0. The following discussion will focus on the influence of W0 and β on the damage behaviors, as well as the optimization of the fatigue life and fatigue performance of the alloy.
Increasing W0: From the aspect of fatigue life optimization, the increase of W0 is beneficial for the improvement of LCF life (Fig. 12a sketched base on the experiment results of Fig. 5a and Table 1). The enlarged W0 originates from increasing the tolerance of defects, including the critical energy for the micro-cracks initiation, crack propagation and coalescence. Based on the cyclic deformation behaviors, the enhancement of fatigue life at higher temperatures should be mainly attributed to the relatively higher ductility as well as the refinement of the microstructure. Considering the lower bound of W0 at low temperature, the crack rapid propagation in the matrix is usually caused by the deficiency of crack propagation resistance, and then dominates fatigue damage after occurrence of the fatigue crack. The change of fatigue damage at higher temperature is influenced by the deformation homogeneity and reversibility. Specifically, there is a general correlation between fatigue toughness W0 and static toughness U (the product of tensile strength and elongation), which is the main reason for the enlarged W0 at high temperature. Therefore, improving the comprehensive toughness of materials can be an effective method to improve W0. The UT alloy increases W0 with decreasing the grain and second phase size (primary Si and IMs); a significant improvement of fatigue life can be found at lower temperature.
[bookmark: OLE_LINK335][bookmark: OLE_LINK336][bookmark: OLE_LINK61][bookmark: OLE_LINK64][bookmark: OLE_LINK48][bookmark: OLE_LINK49][bookmark: OLE_LINK50][bookmark: OLE_LINK265][bookmark: OLE_LINK266][bookmark: OLE_LINK267][bookmark: OLE_LINK268][bookmark: OLE_LINK269][bookmark: OLE_LINK261][bookmark: OLE_LINK262][bookmark: OLE_LINK263][bookmark: OLE_LINK264]Increasing β: With a certain fatigue toughness W0, the improvement of β leads to a longer fatigue life Nf, implying that the alloy possesses a better fatigue damage resistance (Fig. 12a). The fatigue damage exponent β is closely related to the plastic deformation mechanism of the materials. Improving the plastic deformation reversibility and damage uniformity of materials (by changing alloy composition or microstructure) are beneficial to the improvement of β value [31]. However, the reduced β can be found with increasing temperature as mentioned above, which indicates the enhanced damage of the material at high temperature (Fig. 12b, also see Fig. 5c and Table 1). Cyclic deformation leads to the formation of many micro-cracks by debonded or broken Si and then decreases the LCF life at high temperature. For the fatigue damage, the micro-cracks mainly initiate from primary Si cracking induced by piling-up of dislocations at low temperature and phase/matrix interface debonding induced by vacancy accumulation at higher temperature (Fig. 12b). The differences of crack initiation mechanisms at particles are mainly affected by two aspects: the change of dislocations slip mode from planar slip to wavy slip with increasing temperature (influenced by temperature) and the critical stress/strain for the crack initiation on the particles (influenced by microstructure). In the first aspect, the three-dimensional wavy slip occurs frequently to cause the annihilation of edge dislocations and leaving numerical point defects (mainly vacancies), which will concentrate to form micro-void due to their tendency to cluster around the interface of primary Si. Increasing fatigue cracks nucleated from the deboned primary Si dominate the damage behavior at high temperature. In the second aspect, the refinement of Si increases the critical stress/strain for the crack initiation in the UT alloy. The fined microstructure in UT alloy also enhances deformation reversibility and diminishes the fatigue damage and further delays the cracking during cyclic loading (increasing of β as shown in Fig. 12c). The homogeneity of fatigue damage increases at higher temperature with the decrease of phase size and then the fatigue life increases.
[bookmark: OLE_LINK159][bookmark: OLE_LINK160][bookmark: OLE_LINK24][bookmark: OLE_LINK100]As discussed above, the variation of model parameters are derived from the damage mechanisms, leading to the different performances (fatigue crack initiation and propagation). The increase of W0 and β is beneficial for fatigue performance optimization. However, the two parameters show an obvious inverse relation for the most alloys, which will restrict the improvement of LCF life (Fig. 1a). The inverse relation also can be found in the evolution of W0 and β with the increasing temperature (Fig. 12b, also see Table 1). Due to the inverse relationship of fatigue parameters and corresponding damage behavior, the complex fatigue life evolution with T will be formed (Fig. 12d). Fortunately, a reasonable distribution of two parameters (such as increasing W0 at low temperature and increasing β at high temperature for the alloy) is definitely a way to improve the overall fatigue performance when the two parameters cannot be increased synchronously. In fact, in this study, the fatigue life is improved by increasing W0 at low temperature (at 280°C , increasing W0 from 1.8 MJ/m3 of AC to 12.88 MJ/m3 of UT, Table 1) and increasing  at high temperature (at 420 °C increasing  from 1.66 of AC to 1.78 of UT). It can be seen that the comprehensive optimization of LCF properties can be achieved by adjusting the parameters W0 and  based on hysteretic energy model (Fig. 12d). Superior thermo-mechanical fatigue performance also can be expected by enhancing the LCF resistance in the all temperatures.
5. Conclusions
An energy-based LCF life prediction model was used to evaluate the LCF life of the cast Al-Si piston alloys at elevated temperatures. Comprehensive investigations focusing on the damage behaviors including fatigue life prediction and damage mechanisms (fatigue crack, propagation) of the Al-Si piston alloys at different temperatures were researched. Based on the damage behavior and model analysis, the appropriate method to enhance the LCF properties of the Al-Si alloy was reported and several conclusions can be given below:
1. [bookmark: OLE_LINK161][bookmark: OLE_LINK138][bookmark: OLE_LINK137]Based on the hysteresis energy-based fatigue life prediction model, the relationship between fatigue life and temperature has been proposed. Based on the model, the increase of fatigue toughness W0 and fatigue damage exponent β is beneficial for the improvement of LCF life. However, the W0 and β show an obvious inverse relation for the alloy with temperature varying, which originates from the transition of microscopic damage mechanisms (fatigue crack initiation and propagation for LCF).
1. [bookmark: OLE_LINK68][bookmark: OLE_LINK69][bookmark: OLE_LINK70][bookmark: OLE_LINK60][bookmark: OLE_LINK57][bookmark: OLE_LINK257][bookmark: OLE_LINK256][bookmark: OLE_LINK255][bookmark: OLE_LINK56][bookmark: OLE_LINK55]For the fatigue damage, the cracks initiate mainly from primary Si cracking induced by piling-up of dislocations at low temperature and phase/matrix interface debonding induced by vacancy accumulation at higher temperature. The different crack initiation mechanisms at particles are mainly affected by two factors: dislocations slip mode for damage accumulation (influenced by temperature) and the critical stress/strain for the crack initiation (influenced by microstructure). 
1. Due to the development of dislocation configurations and microstructures, the Al matrix is obvious refined after LCF with increasing temperature. The fracture appearance is transgranular for all the tested temperatures; the grain boundary is not the main damage source even at high temperature. The microstructure refinement enhances the plastic deformation homogeneity and resistance to crack propagation, the damage tolerance is improved (reflected by increasing W0). Due to the inverse relationship of the two fatigue parameters caused by corresponding damage behavior, the complex fatigue life evolution appears, however, at a critical fatigue testing temperature (Tc), the maximum fatigue life can be found.
1. A reasonable distribution of two parameters (increasing W0 at low temperature and increasing β at high temperature) is an appropriate way to improve fatigue life in the whole service temperatures. The method (ultrasonic melt treatment) to enhance the LCF life of UT alloy with increasing the intrinsic fatigue toughness W0 (e.g., optimizing the grain and phase sizes to increase the fatigue crack propagation resistance) at low temperature and increasing the fatigue damage exponent (e.g., refinement of primary Si particles to inhibit the micro-crack initiation) at high temperature is introduced. The improved LCF life of UT alloy was achieved.                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                    
Acknowledgments
The authors would like to thank Mr. J. L. Wen, Dr. C. H. Li for their helps of the fatigue experiments and SEM observations. The authors would like to thank Prof. J. P. Li and Prof. Y. C. Guo and Mr. F. Xian for ingot preparation. This work is supported by National Natural Science Foundation of China (NSFC) under Grant Nos. 51871224 and 51331007.

References
[bookmark: _ENREF_1][1] S. Evsevleev, T. Mishurova, S. Cabeza, R. Koos, I. Sevostianov, G. Garcés, G. Requena, R. Fernández, G. Bruno, The role of intermetallics in stress partitioning and damage evolution of AlSi12CuMgNi alloy, Mater. Sci. Eng. A 736 (2018) 453-464.
[bookmark: _ENREF_2][2] M. Javidani, D. Larouche, Application of cast Al-Si alloys in internal combustion engine components, Int. Mater. Rev. 59(3) (2014) 132-158.
[bookmark: _ENREF_3][3] M. GmbH, Pistons and engine testing. 2nd ed, Stuttgart: Springer Vieweg.  (2016).
[bookmark: _ENREF_4][4] D. Pierce, A. Haynes, J. Hughes, R. Graves, P. Maziasz, G. Muralidharan, A. Shyam, B. Wang, R. England, C. Daniel, High temperature materials for heavy duty diesel engines: Historical and future trends, Prog. Mater. Sci. 103 (2019) 109-179.
[bookmark: _ENREF_5][5] C.-Y. Jeong, Effect of alloying elements on high temperature mechanical properties for piston alloy, Mater. Trans. 53(1) (2012) 234-239.
[bookmark: _ENREF_6][6] Y. Li, Y. Yang, Y. Wu, Z. Wei, X. Liu, Supportive strengthening role of Cr-rich phase on Al–Si multicomponent piston alloy at elevated temperature, Mater. Sci. Eng. A 528(13-14) (2011) 4427-4430.
[bookmark: _ENREF_7][7] M. Wang, J.C. Pang, H.Q. Liu, S.X. Li, Z.F. Zhang, Influence of microstructures on the tensile and low-cycle fatigue damage behaviors of cast Al12Si4Cu3NiMg alloy, Mater. Sci. Eng. A 759 (2019) 797-803.
[bookmark: _ENREF_8][8] M. Wang, J.C. Pang, Y. Qiu, H.Q. Liu, S.X. Li, Z.F. Zhang, Tensile strength evolution and damage mechanisms of Al-Si piston alloy at different temperatures, Adv. Eng. Mater. 20(2) (2017) 1700610.
[bookmark: _ENREF_9][9] G. Nicoletto, E. Riva, A. Di Filippo, High temperature fatigue behavior of eutectic Al-Si alloys used for piston production, Procedia Eng. 74 (2014) 157-160.
[bookmark: _ENREF_10][10] M. Wang, J.C. Pang, M.X. Zhang, H.Q. Liu, S.X. Li, Z.F. Zhang, Thermo-mechanical fatigue behavior and life prediction of the Al-Si piston alloy, Mater. Sci. Eng. A 715 (2018) 62-72.
[bookmark: _ENREF_11][11] S.K. Shaha, F. Czerwinski, W. Kasprzak, J. Friedman, D.L. Chen, Improving high-temperature tensile and low-cycle fatigue behavior of Al-Si-Cu-Mg alloys through micro-additions of Ti, V, and Zr, Metall. Mater. Trans. A 46(7) (2015) 3063-3078.
[bookmark: _ENREF_12][12] P. Li, H. Li, X. Liang, L. Huang, K. Zhang, Z. Chen, Enhanced low-cycle fatigue and crack propagation resistance of an Al-Cu-Mg-Si forging alloy by non-isothermal aging, Mater. Sci. Eng. A 732 (2018) 341-349.
[bookmark: _ENREF_13][13] C.W. Shao, P. Zhang, Z.J. Zhang, R. Liu, Z.F. Zhang, Forecasting low-cycle fatigue performance of twinning-induced plasticity steels: difficulty and attempt, Metall. Mater. Trans. A 48(12) (2017) 5833-5848.
[bookmark: _ENREF_14][14] H.Q. Liu, J.C. Pang, M. Wang, S.X. Li, Z.F. Zhang, High-cycle fatigue behavior and damage mechanism of multiphase Al-Si piston alloy at room and elevated temperatures, Adv. Eng. Mater.  (2018) 1700972.
[bookmark: _ENREF_15][15] B. Wang, P. Zhang, R. Liu, Q.Q. Duan, Z.J. Zhang, X.W. Li, Z.F. Zhang, An optimization criterion for fatigue strength of metallic materials, Mater. Sci. Eng. A 736 (2018) 105-110.
[bookmark: _ENREF_16][16] R. Liu, Y.Z. Tian, Z.J. Zhang, P. Zhang, X.H. An, Z.F. Zhang, Exploring the fatigue strength improvement of Cu-Al alloys, Acta Mater 144 (2018) 613-626.
[bookmark: _ENREF_17][17] C.W. Shao, P. Zhang, Y.K. Zhu, Z.J. Zhang, J.C. Pang, Z.F. Zhang, Improvement of low-cycle fatigue resistance in TWIP steel by regulating the grain size and distribution, Acta Mater 134 (2017) 128-142.
[bookmark: _ENREF_18][18] Z. Chen, H. Kang, G. Fan, J. Li, Y. Lu, J. Jie, Y. Zhang, T. Li, X. Jian, T. Wang, Grain refinement of hypoeutectic Al-Si alloys with B, Acta Mater. 120 (2016) 168-178.
[bookmark: _ENREF_19][19] J. Røyset, N. Ryum, Scandium in aluminium alloys, J. Mater. Sci. Technol. 50(1) (2013) 19-44.
[bookmark: _ENREF_20][20] L. Ceschini, I. Boromei, A. Morri, S. Seifeddine, I.L. Svensson, Microstructure, tensile and fatigue properties of the Al-10%Si-2%Cu alloy with different Fe and Mn content cast under controlled conditions, J. Mater. Process. Technol. 209(15-16) (2009) 5669-5679.
[bookmark: _ENREF_21][21] L. Zuo, B. Ye, J. Feng, X. Kong, H. Jiang, W. Ding, Microstructure, tensile properties and creep behavior of Al-12Si-3.5Cu-2Ni-0.8Mg alloy produced by different casting technologies, J. Mater. Sci. Technol. 34(7) (2018) 1222-1228.
[bookmark: _ENREF_22][22] J.Y. Wang, B.J. Wang, L.F. Huang, Structural evolution of Al-8%Si hypoeutectic alloy by ultrasonic processing, J. Mater. Sci. Technol. 33(11) (2017) 1235-1239.
[bookmark: _ENREF_23][23] J.-G. Jung, T.-Y. Ahn, Y.-H. Cho, S.-H. Kim, J.-M. Lee, Synergistic effect of ultrasonic melt treatment and fast cooling on the refinement of primary Si in a hypereutectic Al-Si alloy, Acta Mater. 144 (2018) 31-40.
[bookmark: _ENREF_24][24] L. Leng, Z.J. Zhang, Q.Q. Duan, P. Zhang, Z.F. Zhang, Improving the fatigue strength of 7075 alloy through aging, Mater. Sci. Eng. A 738 (2018) 24-30.
[bookmark: _ENREF_25][25] C.W. Shao, P. Zhang, R. Liu, Z.J. Zhang, J.C. Pang, Z.F. Zhang, Low-cycle and extremely-low-cycle fatigue behaviors of high-Mn austenitic TRIP/TWIP alloys: Property evaluation, damage mechanisms and life prediction, Acta Mater 103 (2016) 781-795.
[bookmark: _ENREF_26][26] Y.W. Kim, G. Kim, S.-G. Hong, C.S. Lee, Energy-based approach to predict the fatigue life behavior of pre-strained Fe–18Mn TWIP steel, Mater. Sci. Eng. A 528(13-14) (2011) 4696-4702.
[bookmark: _ENREF_27][27] S.S. Manson, Discussion: “Experimental support for generalized equation predicting low cycle fatigue” J. Basic Eng. 84(4) (1962) 537-541.
[bookmark: _ENREF_28][28] L.F. Coffin, Fatigue at high temperature-prediction and interpretation, Proc. Inst. Mech. Eng 188 (1974) 109-127.
[bookmark: _ENREF_29][29] M. Wang, J.C. Pang, S.X. Li, Z.F. Zhang, Low-cycle fatigue properties and life prediction of Al-Si piston alloy at elevated temperature, Mater. Sci. Eng. A 704 (2017) 480-492.
[bookmark: _ENREF_30][30] M.X. Zhang, J.C. Pang, Y. Qiu, S.X. Li, M. Wang, Z.F. Zhang, Thermo-mechanical fatigue property and life prediction of vermicular graphite iron, Mater. Sci. Eng. A 698 (2017) 63-72.
[bookmark: _ENREF_31][31] R. Liu, Z.J. Zhang, P. Zhang, Z.F. Zhang, Extremely-low-cycle fatigue behaviors of Cu and Cu-Al alloys: Damage mechanisms and life prediction, Acta Mater 83 (2015) 341-356.
[bookmark: _ENREF_32][32] M. Wang, J.C. Pang, H.Q. Liu, C.L. Zou, S.X. Li, Z.F. Zhang, Deformation mechanism and fatigue life of an Al-12Si alloy at different temperatures and strain rates, Int. J. Fatigue 127 (2019) 268-274.
[bookmark: _ENREF_33][33] C. Zou, L, L. Chen, J, J. Pang, C, M. Wang, Y. Qiu, S. Li, X, Z. Zhang, F, The low-cycle fatigue, fracture and life prediction of compacted graphite iron: Influence of temperature, Mater. Sci. Eng. A  (2019) 138101.
[bookmark: _ENREF_34][34] R. Liu, Investigation on tensile and fatigue properties of Cu-Al alloys, Ph. D thesis., University of Chinese Academy of Science, China.  (2018).
[bookmark: _ENREF_35][35] J.-G. Jung, J.-M. Lee, Y.-H. Cho, W.-H. Yoon, Combined effects of ultrasonic melt treatment, Si addition and solution treatment on the microstructure and tensile properties of multicomponent Al Si alloys, Journal of Alloys and Compounds 693 (2017) 201-210.
[bookmark: _ENREF_36][36] C.L. Chen, R.C. Thomson, The combined use of EBSD and EDX analyses for the identification of complex intermetallic phases in multicomponent Al-Si piston alloys, J. Alloys Compd. 490(1-2) (2010) 293-300.
[bookmark: _ENREF_37][37] H.Q. Liu, J.C. Pang, M. Wang, J.P. Li, Y.C. Guo, S.X. Li, Z.F. Zhang, The influence of defect and temperature on the fatigue behaviours of Al‐Si‐Cu‐Mg‐Ni alloy, Fatigue Fract. Eng. Mater. Struct.  (2019) In Press  DOI: 10.1111/ffe.13099.
[bookmark: _ENREF_38][38] Q. Zhang, Z. Zuo, J. Liu, High-temperature low-cycle fatigue behaviour of a cast Al-12Si-CuNiMg alloy, Fatigue Fract. Eng. Mater. Struct. 36(7) (2013) 623-630.
[bookmark: _ENREF_39][39] Q.G. Wang, C.H. Caceres, The fracture mode in Al-Si-Mg casting alloys., Mater. Sci. Eng. A 241 (1998) 72-82.
[bookmark: _ENREF_40][40] W. Bosefilho, E. Defreitas, V. Dasilva, M. Milan, D. Spinelli, Al–Si cast alloys under isothermal and thermomechanical fatigue conditions, Int. J. Fatigue 29(9-11) (2007) 1846-1854.
[bookmark: _ENREF_41][41] Y. Li, S. Qiu, Z. Zhu, D. Han, J. Chen, H. Chen, Intergranular crack during fatigue in Al-Mg-Si aluminum alloy thin extrusions, Int. J. Fatigue 100 (2017) 105-112.
[bookmark: _ENREF_42][42] Q. Du, M. Perez, W.J. Poole, M. Wells, Numerical integration of the Gibbs-Thomson equation for multicomponent systems, Scr. Mater. 66(7) (2012) 419-422.
[bookmark: _ENREF_43][43] M. Lin, G. Gottstein, L.S. Shvindlerman, Generalized Gibbs-Thomson equation for nanoparticles at grain boundaries, Acta Mater. 129 (2017) 361-365.
[bookmark: _ENREF_44][44] M. Perez, Gibbs-Thomson effects in phase transformations, Scr. Mater. 52(8) (2005) 709-712.
[bookmark: _ENREF_45][45] J. Liu, Q. Zhang, Z. Zuo, Y. Xiong, F. Ren, A.A. Volinsky, Microstructure evolution of Al-12Si-CuNiMg alloy under high temperature low cycle fatigue, Mater. Sci. Eng. A 574 (2013) 186-190.

